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ROSWELL ROAD TYPICAL SECT/ON SHOULDER TYPICAL SECTION
(SEE TYPICAL SECT/ONS BELOW FOR SPEC/FIC STATI/ONS) rs-0z

STA. 140+00 TO 141/+90 LT.

VARIES
0 -2/
VARIES 6"
0.0 < WIDTHS ¢ 5.0 5767
SURFACE COURS?
CLASS "B" CONCRETE 6" MIN.
NO SCALE
CLASS "B" CONCRETE BASE OR PAVEMENT WIDENING \5{/57 REQUIRED PAVEMENT
tem Code 500-9999 - Cu. Yds. =we Chap (A) TYPE 2 HEADER CURB GDOT STD. 90328
Y
- GRADED AGGREGATE BASE, 6", INCL MATL
(©) sop striP

I Xcouoled oreos betueen, ihe existng poving end new curo ond, gutter (D) SPECIAL DETAIL - CONCRETE SIDEWALK DETA/LS - CURB CUT
of the base and paving specified by the typicalsection. Payment willbe (WHEELCHAIR) RAMPS, CONCRETE SIDEWALK, 4" THICK
made under "Class B Concrete Base and Pavement Widening".
In excavated areas greater than 5'-0" in width, the Contractor shall @ PARAPET WALL WITH HANDRAIL, GDOT DETAIL PW-/
place base and paving as specified on the typical section. SHOULDER TYPI/CAL SECT/ON
See plans for details of curb and gutter construction. T7S-0/ @ CRASS STRIF

CLASS "B” CONCRETE STA. |38+84 TO 140+00 LT. (G) GRAVITY WALL GDOT STD. 903/L (MORTAR RUBBLE WALL)

(H) 6* X 30" CONC CURB & GUTTER GDOT STD. 90328

REVISION DATES CITY OF SANDY SPRINGS
PUBLIC WORKS

TYPICAL SECTIONS
3595 ENGINEERNG DRIVE ROSWELL ROAD SIDEWALK FROM

NORCROSS, GEORGIA 30092 MYSTIC DRIVE TO ODR@W\_NGO o
/s/2009 cewn ’ LONG |SLAND DRIVE




